CITY OF RIDGECREST

Submittal Requirements for Expedited Roof Top
Solar Permitting

Public Works Department-Bldg. City use Only
100 W. California Ave. PermitNo.:
Ridgecrest, CA 93555 Date:

(760) 499-5071
permits @ridgecrest-ca.qov

o Completed Permit Application
o Demonstrate Compliance with attached “Eligibility Checklistfor Expedited Roof Top Solar Permitting” (attached)
o Provide three copies of plans showing:

=  Location of Main Service or Utility Disconnect
=  Total numberofModules, number of Modules per String, and the total number of Strings
= Make and model ofinverter(s) and/orcombiner boxif used
=  One-Line diagram ofsystem
=  Grounding/Bonding, Conductortype and size, Conduittype and size, number of Conductors in each conduit
= Equipmentcutsheets including Inverters, Modules, AC and DC Disconnects, and Combiners
= Labeling ofequipmentas required by CEC sections 690 and 705
o Roofplan showing:
= Roof Layout
= PV Panels
=  Approximate location of roof access points
= Location of Code-compliantaccess pathways
= PV System fire classification
= Locations ofall required labels and markings
o Completed “Structural Criteria for Residential Roof-Mounted Solar Arrays” checklist (attached)
=  For non-qualifying systems, provide structural drawings and calculations stamped and signed bya California
licensed Engineer of Architect
o Fees
= Solarpermitfees as of 01January 2017, using this processis as follows:
- Systemsize:0to 6 KW AC CECrating or less:$325.50
- Greater than 6 KW and upto 10 KW rating: $475.00
Note: Fees are subjectto change and additional fees mayapplyat time of application.

Electronic Submittal Requirements

o PDF File of completed permitapplication http://esps.kerndsa.com/building-inspection/building-permit-ap p lication

o PDF File of “Eligibility Checklistfor Expedited Roof Top Solar Permitting”

o PDF File of Plans listed above

o PDF File of “Structural Criteria for Residential Roof-Mounted Solar Arrays”

= Email all PDF Files to: permitsonline@co.kern.ca.us, or fax to: (661) (661) 862-8651, or submit online:

https://accela.co.kern.ca.us/citizenaccess/ Note: if applying for permit online, please read submital
requirements at https://esps.kerndsa.com/building-inspection/elec-doc-review prior to submitting.

Job Address: PermitNo.:

Contractor/ Installer: License No.: Class:

Signature: Date:
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For One and Two Family Dwelling Units

CITY OF RIDGECREST

Public Works Department-Bldg. City use Only
100 W. California Ave. PermitNo.:
Ridgecrest, CA 93555 Date:

(760) 499-5071
permits @ridgecrest-ca.gov

This checklistmustbe completed bythe contractor or an authorized agentof the contractorin order to determine if
the roof top solar projectis eligible for expedited solar permitting.
GENERAL REQUIREMENTS:

moow»

m

System Size is 10 kw AC CEEC rating or less.

The solararray is roof-mounted on one or two family dwelling.

The solarsystem is utilityinteractive and withoutbattery storage.

The solar panel/module arrays will notexceed the maximum legal building height.
A minimum clear space ofthree feet is provided on the control side of roof-mounted
HVAC equipment.

Permit Application is complete and attached.

ROOF REQUIREMENTS:

A
B.

The roof has a single roof covering without a reroofoverlay.

Has the structure been verified to be structurallysound, withoutsigns of alterations or
significantstructural deterioration or deflection?

FIRE SAFETY REQUIREMENTS:

A

w

m

Access pathways at leastthree feet in width are provided on gable roofs from the eave

to the ridge. Panels shall be located atleast18 inches from a hip or valley if located on
both sides ofa hip or valley.

Access pathways at least three feet in width are provided between multiple arrays.

To allow for smoke ventilation there is a minimum of three feet between the ridge
and the panels.

There are no conductors within the three foot area between the panels and the ridge

The panel fire classification is provided and meets the rating required for the structure.

The plans include a sheet showing the location and verbiage of the required labels.

SOLAR ARRAY REQUIREMENTS:

A

B.
C.

D.

F.

Is the distance between the underside of modules and the roofsurface at least
two inches butnot greaterthan 10 inches?

Is the plane of the modules (panels) parallel to the plane of the roof?

The layout of the modulesis designed to notoverhang any ridges, hips, gable ends
and eaves.

Has the weightof the modules plus supportcomponents been verified to weigh no
more than: 4 psffor photovoltaic arrays or 5 psffor solarthermal arrays?

Are the supportcomponentmanufacturer’s project-specific worksheets and
tables completed with relevantinformation identified?

Is a roof plan of the module and anchor layout included inthe plans?
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ELECTRICAL REQUIREMENTS:
A.  No more than four photovoltaic module strings are connected to each Maximum Power

Point Tracking (MPPT) inputwhere source circuit fusingis included in the inverter. Yes O No [
1. No morethantwo strings per MPPT input where source circuitfusing is not

included. Yes [ No UJ
2. Fuses (ifneeded) are rated to the series fuse rating ofthe PV module. Yes [0 No J
3. No more than one non-inverter-integrated DC combiner is utilized perinverter. Yes [1No [
B. For central inverter systems: No more than two inverters are utilized. Yes [0 No [

C. The PV system is interconnected to a single-phase AC service panel of nominal 120/220
VAC system with bus barrating of 225 A or less. Yes [ No [
D. The PV system is connected to the load side of the utility distribution equipment. Yes O No [
E. A Solar PV Plan and supporting documentation is completed and attached. Yes [0 No [
F. PV system equipped with listed rapid shutdown device. Yes [ No [

NOTES AND OTHER INFORMATION:

1. Clearlyillustrate with dimensions, required Fire Departmentsetbacks atridge, valley and eave roof lines.

2. Provide a detailed legend denoting all vents stacks, mechanical vents, B-vents, fire places, cupola’s,

dormers, eftc..

Plot plan shallbe minscale 0of1:10.

4. Provide a one-line diagram illustrating disconnects, AC/DC, wiring sizing, panel size, hot taps, and side
line taps.

5. Size of existing service main [1 200 amp [J 125amp [J 100 amp

w

L1 Other please specify
6. If the service mainis being upgraded and/orreplaced, whatsize will the new service be?
[J 200 amp [J 125 amp [0 100 amp O Other please specify
7. If thereis a pool or other electrical demands otherthan the residence, please provide electrical load
calculations when there is a pool or other demands with less than 200 amp main.
8. All existing mechanical or plumbing vents will notbe altered of covered.
9. Are smoke detectors and carbon monoxide alarms installed in home and verified in working condition?
Yes [J No [J NOTE: Please complete and signthe Smoke and Carbon Monoxide Alarms Certification
Form prior to final, if access to the inspectoris notprovided to verify working condition ofsuch alarms.

PERMIT ISSUANCE REQUIREMENTS:
If any items are checked NO, the projectis not eligible for expedited solar permitting and mustgo through the

standard application process.

AGREEMENT:

As the responsible contractor or authorized agent for the project!| understand thatl am responsible for the accuracy
of all information provided in this application. lalso understand thatrevisions to this projectwill resultin a revised
application and plan review submitted to the Building Inspection Division, which will notbe eligible for expedited solar
permitissuance.

Job Address: PermitNo.:

Contractor/ Installer: License No.: Class:

Signature: Date: Phone No.:




CITY OF RIDGECREST

Structural Criteria for Residential Roof-Mounted Solar

Arrays
Public Works Department-Bldg. City use Only
100 W. California Ave. PermitNo.:
Ridgecrest, CA93555 Date:

(760) 499-5071
permits @ridgecrest-ca.qgov

1. Roof Checks
A.  Visual Review/ Contractor’s Site Audit of Existing Conditions:
1. Is the roof withouta reroof overlay? Yes [0 No [
2. Does theroof structure appear structurally sound, without signs of
alterations or significantstructural deterioration or sagging, as illustratedin ~ Yes [0 No O
Figure 1

Figure 1. Sample Solar Panel Array and Anchor Layout Diagram (Roof Plan)
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The site project superintendent/contractor should verify the following:
1. No visuallyapparentdisallowed rafter holes, notches and truss modifications as shown above.
2. No visuallyapparentstructural decay or un-repaired fire damage.
3. Roofsag,measuredininches,is notmore than the rafter or ridge beam length in feet divided
by 20.
Rafters that fail the above criteria should notbe usedto supportsolararrays unlesstheyare first
strengthened.

B. Roof Structure Data:

1. Measuredroofslope (e.g.4:12) 12

2. Measuredrafter/truss spacing (center-to-center) :Inches

3. Type of roof framing (rafter of manufactured truss) Rafter O Truss [

4. Roofing material Title OO Comp [ Other:
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2. Solar Array Checks
A. Flush-mounted Solar Array:

1. Is the plane of the modules (panels) parallel to the plane of the roof? Yes O No [
2. Is there a 2" to 10” gap between underside of module and the roofsurface? Yes [0 No [
3. Modules do not overhang any roof edges (ridges, hips, gable ends, eaves)? Yes O No [

B. Do the modules plus supportcomponents weigh no more than:
4 psffor photovoltaic arrays or 5 psffor solarthermal arrays? Yes [0 No [

C. Does the array cover no more than half of the total roof area (all roof planes)? Yes [0 No [

D. Are solar support component manufacturer’s project-specific completed worksheets,
tables with relevant cells circled, or web-based calculator results attached? Yes [0 No I

E. Is aroof plan of the module and anchor layout attached? (see Figure 2) Yes [1 No [J

F. Downward Load Check (Anchor layout Check):

1. Proposed anchor horizontal spacing (see Figure2): _ ft._ in.
2. Horizontal anchor spacing per Table 1: _ft._in.
3. Is proposed anchor horizontal spacing equal to or less than Table 1 spacing? Yes O No [

Figure 2. Sample Solar Panel Array and Anchor Layout Diagram (Roof Plan)
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Table 1 Notes:

1. Anchors are also known as “stand-offs,
also known as “cross-

slope” or “east-west’ anchor spacing (see Figure 2).

2. If anchors are staggered from row-to-row going up the roof, the anchor spacing maybe twice that shown
above, but no greaterthan

6’-0".

» . ” &

feet,” “mounts” or “points of attachment.” Horizontal anchor spacing is

Maximum Horizontal Anchor Spacing

Rafter Spacing
Roof Slope 16" o.c. [ 24" o.c. l 32" o.c.
Photovoltaic Arrays (4 psf max)

Flat to 6:12 0° to 26° 5'-4" 6'-0" 5'-4"
7:12 to0 12:12 27° to 45° 1’-4” 2'-0” 2'-8”
13:12 to 24:12 46° to 63° 1’-4” 2'-0” 2'-8”

Solar Thermal Arrays (5 psf max)

Flat to 6:12 0° to 26° 4'-0” 4-0" 5’-4”
7:1216:12:12 27° to 45° 1-4" 2’-0" 2’-8"
13:12 t0 24:12 46° to 63° Calc. Req'd Calc. Req'd Calc. Req'd




3. For manufactured plated wood trusses atslopes offlat to 6:12, the horizontal anchor spacing shall not
exceed 4’-0”and anchors in
adjacentrows shall be staggered.

4. Thistableis based onthe following assumptions:

=  The roof structure conformed to building code requirements atthe time it was built.

= Mean roof heightis not greater than 40 feet.

= Roofsheathingis atleast7/16” thick oriented strand board or plywood. 1x skip sheathing
is acceptable.

= The solararray displacesrooflive loads (temporaryconstruction loads) thatthe roof was
originallydesignedto carry.

= Pleasereferto The Structural Technical Appendix of California Solar Permitting
Guidebook, latest edition, for additional information and requirements:
https://lenergycenter.org/permitting/quidebook

G. Wind Uplift Check (Anchor Fastener Check):
1. Anchor fastener data (See Figure 3):
a. a.Diameteroflagscrew, hangerbolt or self-drilling screw: inch
b. b.Embedmentdepth ofrafter: inch
c. c¢. Numberofscrews peranchor (typically one):
d. d.Are 5/16” diameterlag screws with 2.5” embedmentinto the rafter used, OR
does the anchor fastener meetthe manufacturer’'s guidelines? Yes [0 No [

Figure 3. Typical Anchor with Lag Screw Attachment.

—LAG SCREMW,
H'® TYP. *

EMBEDMENT,

¢ EMBEDMENT DEPTH ¢ LAG
SCREW SIZE SHOWN 15
TYPICAL UNLESS -
FASTENER REQUIRE!
ARE SPECIFIE
%' MINIMUM EDGE — SUPPG OrF
DISTANCE EACH SIDE FMANUFACTU

— ALLOWED SCREW
INSTALLATION ZONE

SUMMARY

If allitems above are checked YES, no additional calculations are required. If one or more items are
checked NO, project-specific drawings and calculations stamped and signed bya California registered
Civil or Structural Engineer orlicensed Architect are required.

NOTE: The California Solar Permitting Guidebook provides additional information aboutinstallation and analysis
requirements. Please visit: https://energycenter.org/permitting/quidebook

4. INSPECTION AGREEMENT:
As the responsible contractor or authorized agentfor the project, | understand that California Law onlyallows one site

inspection to verify the installation of residential rooftop solar system. Based on this limitation, some or all of the
framing and most, if not all, of the anchors will notbe visible to the inspector. Therefore, | certify that the roof support
structure will be incompliance with this application and the anchors, attachments and flashing will be installed as
required by the manufacturer’s installation instructions and the California Residential Code.

Job Address: PermitNo.:

Contractor/ Installer: License No.: Class:

Signature: Date: Phone No.:




